
FOSHAN YUANSU NEW MATERIAL CO.,LTD
Address:No.363 Pingkang Road,Xuzhen,Hecheng Street(Xi an),Gaoming District,Foshan,Guangdong,China

Osnaburg Fabric back,100% vinyl coating.

Width:1.37m/54''
Length:50m
15oz/ly,340gr/sqm

1 Roll/CTN

140 cm*20 cm*20 cm

Fireproof,waterproof,scartch-resistant & Moisture-Proof

Commercial wall decoration like hotel,office and traffic area.

Vinyl Wallcovering
1.Fabric Back Vinyl Wallcovering
Catalogue: MASTE MF
S p ecification
M aterial:
S ize:

Weight:
P acking:
Carton Size:
F untion:
U s age:

MF 02601

MF 02607

MF 02611

MF 02617

MF 02602

MF 02608

MF 02612

MF 02618

MF 02603

MF 02609

MF 02613

MF 02619

MF 02604

MF 02610

MF 02614

MF 02630

MF 02605

MF 02615

MF 02606

MF 02616



MF 02620

MF 02626

MF 02631

MF 02637

MF 02641

MF 02647

MF 02651

MF 02657

MF 02621

MF 02627

MF 02632

MF 02638

MF 02642

MF 02648

MF 02652

MF 02658

MF 02622

MF 02628

MF 02633

MF 02639

MF 02643

MF 02649

MF 02653

MF 02659

MF 02623

MF 02629

MF 02634

MF 02640

MF 02644

MF 02650

MF 02654

MF 02660

MF 02624

MF 02635

MF 02645

MF 02655

MF 02625

MF 02636

MF 02646

MF 02656



MF 02661

MF 02667

MF 02671

MF 02677

MF 02681

MF 02687

MF 02691

MF 02697

MF 02662

MF 02668

MF 02672

MF 02678

MF 02682

MF 02688

MF 02692

MF 02698

MF 02663

MF 02669

MF 02673

MF 02679

MF 02683

MF 02689

MF 02693

MF 02699

MF 02664

MF 02670

MF 02674

MF 02680

MF 02684

MF 02690

MF 02694

MF 02700

MF 02665

MF 02675

MF 02685

MF 02695

MF 02666

MF 02676

MF 02686

MF 02696



Physical Propertion:

Features and Benefits:
Nice for any commercial facility--office building,hotels,schools,goverment duilding ect.
Strong and durable,can last for more than 7 years.
washability/scrubbing,stain resistant,easy clean.
Tear strength and abrasion resistance

Heavy Metal Elements(mg/kg)

Property

Vinyl Chloride Monomer/VCM(mg/kg)
Fo rmald eh y d e(mg /k g )

Longitudinal Dry Friction
Lateral Dry friction

Longitudinal Wet Friction
Lateral Wet friction

Longitudinal Wet Tensile Load(kN/m)
Lateral Wet Tensile Load(kN/m)

Flame Retardancy

Pb
Sb
As
Ba
Cd
Cr
Hg
Se

5
5
5

10
5
5
5

10
0.1
20
≧4
≧4
3~4
3~4

0.53
0.53

ND
ND
ND
ND
ND
ND
ND
ND
ND
ND
4~5
4~5
4~5
4~5
7.94
4.72

Class A

QB/T 4034-2010

BS EN 12149-1998
BS EN 12149-1998

ASTM E 84(BLDG)

BS EN 12149-1998

S tandard Reas ult M ethod

≧
≧
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